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Versatile &reliable without compromise
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The Single Shaft Shredder (P Series) can downsize small- to medium-sized materials
and waste recycling in various industries. This shredder mainly processes plastic lumps,
wood, and paper wastes. Through implementing a low speed and high torque operation
within a compact structure, the machine ensures a uniform particle size after shredding. If
the machine is used in a harsh industrial environment, it can still maintain stability and
reliability. Depending on the material characteristics, Wiscon’s unique screen and different
types of knife are available for pairing to achieve a more effective performance.

FZFA3EE | Applications
o BERIESL, BREIEM, BHIRM, PESERE, PPRALR, PETHR, TIEL, KIEtH,
FEERIR, SREIM, TEIM, BLEBSE,

® Plastic lump, plastic pipe, plastic sheet, PE film, PP woven bag, PET bottle, industrial waste
paper, wood pallet, circuit board, aluminum material, copper material, wire, cable, etc.
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o BT HRIFINEE, BEMBET™ELHM R,

Features

* TEMBIITHIITHRAAE]FMEMRESFE M.

® Auto-reverse system re-orients rotor direction when motor overload & material jam.

® Main electrical components are sourced from trusted brands such as Siemens and Schneider.

SRR A S EC kR AN B RN, FTAH R AR 5 B B Ao

Integrating a single shaft shredder with conveyor and crusher to set up ashredding system.

m7)RADC53& %, EJIRAD2ES.
Rotary knife adopts DC53 steel, counter knife adopts D2.
mTIRIX A EREBER,

Rotary knife can be used twice before replaced.

o ; = .
TRRFLIRARTE HRR S, R AIE20-40mm,
Screen opening determines output particle size thatis
customizable between 20-40mm.

BEMHEWEE, S ERMERLE,
Multiple screen options with exclusive designs for film
and knitted bags.
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HRIFERAREILT, RFEYE.

Slanted pusher eliminates residue.

SEFHFHK, FRIER, WEERH%T.

Durable guide rails ensure smooth pushing and introduces
material to rotor.

RFSEE, W95,

Versatile applications and continuous operation.
BORERRE, 20EE K,
Solid construction with proven technology.

BEAREE | Specifications

B8 Item/& S Model P260
AEIR~H AxB Crushing chamber (mm) 500%580
JJ3RE 12 Rotor diameter (mm) 250
Eh 71K 2 Rotor knife gty (pcs) 26
TEJIEE Counter knife gty (pcs) 4
TP FL1E Screen opening (mm) @40
FHLINE Motor power (kW) 18.5
TREILINER Hydraulic drive capacity (kW) 1.5
4hBY R ~F LxWxH Dimension (mm) QAL
x1850
B K™= BE Maximum output (kg/h) 500
EHEE Weight (kg) 1750

&iE RAFRENIFABSE K, HA0mmIER OZEANE;

P380

850%800
400
38
4
P40
37

3.7

2850%1760
x2210

1200

4150

P3100

850x1000
400
52
4
P40
45

3.75

2850%1960
x2220

1600

4308

P3120

850%x1200
400
58
6
P40
55)

5.5

2850%2560
x2330

2000

5300

The maximum output is tested based non-ABS purgings with 40mm screen opening.

ERABEETE, MR S1TEM. We reserve the right to change specifications without prior notice.

P3150

850%1400
400
82
6
P40
79

5.5

2850%2760
x2330

2200

5900
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